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Screen Gaskets
Tri-Clamp gaskets with integrated wire mesh screen, sizes 1″–4″.

DIMENSIONAL DATA

Side Profile 40MP Series

Approximate dimensions mm (in)

Part number Size O.D. I.D. THK Bead centre

40MP-X-X-1000 1.0 in 48.41 (1.984) 22.86 (0.900) 5.16 (0.203) 43.64 (1.718)

40MP-X-X-1500 1.5 in 48.41 (1.984) 35.56 (1.400) 5.16 (0.203) 43.64 (1.718)

40MP-X-X-2000 2.0 in 61.37 (2.515) 48.26 (1.900) 5.16 (0.203) 56.34 (2.218)

40MP-X-X-2500 2.5 in 74.42 (3.050) 60.96 (2.400) 5.16 (0.203) 70.64 (2.781)

40MP-X-X-3000 3.0 in 87.33 (3.579) 73.66 (2.900) 5.16 (0.203) 85.88 (3.381)

40MP-X-X-4000 4.0 in 114.24 (4.682) 98.27 (3.869) 5.16 (0.203) 110.34 (4.344)

Approx. dimensions of standard style gasket. Tolerances: ISO 3302-1 M2.
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Technical data based on approved International Seal drawings dated 19 May 2025. International Seal
internationalseal.co.uk


